
 

 

 

 

 

 

 

 

 

 

 

 

 

  

Tubimatic C 80 options 
4“ color touchscreen 

slot punching unit 

4“ color touchscreen  
with integrated position sensor 
• memory for up to 200 programs (numerical) 
• workpiece counter (total/shift reset) 
• working hours counter 
• offset 

Designed for single or multiple slots on 
circumference. Straight, Torca, parallel or 
perpendicular to tube axis. 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

tube support table 

 

Support for easy loading and precise 
positioning of tubes, ensuring stable 
handling and accurate alignment during 
operation. 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

Tubimatic C 160 
diameter range from Ø20 mm up to Ø160 mm 

Tubimatic C 160 UNO 

Tubimatic C 160 DUE 

Tubimatic C 160 TRE 

check the video 



 

 

 

 

 

 

 

 

 

 

 

 

 

  

slot punching unit 
 

tube support table 
 

Designed for single or multiple slots on 
circumference. Straight, Torca, parallel or 
perpendicular to tube axis. 

Support for easy loading and precise 
positioning of tubes, ensuring stable 
handling and  
accurate alignment during operation. 

Tubimatic C 160 options 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

robot interface 

 

The machine is equipped with an 
interface for use with robots or handling 
systems. The pre-configured interface 
allows smooth integration into 
production cells. 



 

 

 8” tools  
tube 

inner-Ø 
expanded 
inner-Ø length 

21.7 31.1 40.0 
24.8 34.2 40.0 
26.3 35.7 55.0 
28.3 37.7 55.0 
31.3 40.7 70.0 
33.2 43.8 70.0 
35.2 45.8 82.5 
36.7 47.3 82.5 
39.7 50.3 82.5 
43.2 53.8 82.5 
45.2 55.8 82.5 
46.2 56.8 82.5 
49.2 59.8 82.5 
50.2 60.8 82.5 
52.2 62.8 82.5 
55.2 65.8 82.5 
58.7 69.3 82.5 
60.2 70.8 82.5 
62.0 72.6 82.5 
65.2 75.8 82.5 
71.3 81.9 82.5 
75.2 85.8 82.5 
83.1 93.7 82.5 

 
 
 
 

12” tools 
tube 

inner-Ø 
expanded 
inner-Ø length 

82.0 96.0 95.5 
93.0 107.0 95.5 
100.0 114.0 95.5 
106.0 120.0 95.5 
112.0 126.0 95.5 
119.0 133.0 95.5 
131.0 145.0 95.5 
138.0 152.0 95.5 
144.0 158.0 95.5 
152.0 166.0 95.5 

 

 

 

 

 

 

expanding tools 

composed of: 
- expanding finger set 
- housing 
- cone 

stop finger 
to adjust the forming length 
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8” tools 
tube 

outer-Ø 
reduced 
outer-Ø length 

32.4 23.4 74.0 
35.5 26.5 74.0 
37.0 28.0 74.0 
39.0 30.0 74.0 
42.0 33.0 74.0 
45.0 36.0 74.0 
47.0 38.0 74.0 
48.5 39.5 74.0 
51.5 42.5 74.0 
55.0 46.0 74.0 
57.0 48.0 74.0 
58.0 49.0 74.0 
61.0 52.0 74.0 
62.0 53.0 74.0 
64.0 55.0 74.0 
67.0 58.0 74.0 
70.5 61.5 74.0 
72.0 63.0 74.0 
73.8 64.8 74.0 
77.0 68.0 74.0 

 
 
 
 

12” tools 
tube 

outer-Ø 
reduced 
outer-Ø length 

64.0 49.0 96.0 
69.0 54.0 96.0 
70.0 55.0 96.0 
74.0 59.0 96.0 
79.0 64.0 96.0 
82.0 67.0 96.0 
92.0 77.0 96.0 
102.0 87.0 96.0 
106.0 91.0 96.0 
112.0 97.0 96.0 
119.0 104.0 96.0 
131.0 116.0 96.0 
138.0 123.0 96.0 
142.0 127.0 96.0 
152.0 137.0 96.0 

 

 

 

 

reducing tools 

composed of: 
- reducing jaw set 
- cone sleeve 

stop jaws 
to adjust the forming length 
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C-IO tools 
C-IO forming 
The cone moves forward and spreads the inner tool. With this motion, the outer 
tool is closing and gives the perfect shape to the tube. 
used for: 
• easy defined beadings 
• hose connection 
• DIN-beadings 
• SAE-beadings 

 

composed of: 
- cone 
- inner tool 
- outer tool 
- housing 


